**HW10**

1. **(Problem 10.16 in the book)** The turbine of a steam power plant operating on a simple Rankine cycle produces 1750 kW of power when the boiler is operated at 6 MPa, the condenser at 20 kPa, and the temperature at the turbine entrance is 500°C. Determine the rate of heat supply in the boiler, the rate of heat rejection in the condenser, and the thermal efficiency of the cycle.

2. **(Problem 10.20 in the book)** A simple Rankine cycle uses water as the working fluid. The boiler operates at 6000 kPa and the condenser at 50 kPa. At the entrance to the turbine, the temperature is 450°C. The isentropic efficiency of the turbine is 94%, pressure and pump losses are negligible, and the water leaving the condenser is subcooled by 6.3°C. The boiler is sized for a mass flow rate of 20 kg/s. Determine the rate at which heat is added in the boiler, the power required to operate the pumps, the net power produced by the cycle, and the thermal efficiency. *(Answers: 59660 kW, 122 kW, 18050 kW, 30.3%)*

3. **(Problem 10.36 in the book)** Consider a steam power plant that operates on the ideal reheat Rankine cycle. The plant maintains the boiler at 7000 kPa, the reheat section at 800 kPa, and the condenser at 10 kPa. The mixture quality at the exit of both turbines is 93%. Determine the temperature at the inlet of each turbine and the cycle’s thermal efficiency. *(Answers: 373°C, 416°C, 37.6%)*

4. **(Problem 10.38 in the book)** A steam power plant operates on the reheat Rankine cycle. Steam enters the high-pressure turbine at 12.5 MPa and 550°C at a rate of 7.7 kg/s and leaves at 2 MPa. Steam is then reheated at constant pressure to 450°C before it expands in the low-pressure turbine. The isentropic efficiencies of the turbine and pump are 85% and 90%, respectively. Steam leaves the condenser as a saturated liquid. If the moisture content of the steam at the exit of the turbine is not to exceed 5%, determine (a) the condenser pressure, (b) the net power output, and (c) the thermal efficiency. *(Answers: (a) 9.73 kPa, (b) 10.2 MW, (c) 36.9%)*